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Characteristics SW condensers

1 SW Condensers

 SW ویژگى ها و مزیت هاى کندانسور

Chassis & Body مشخصات شاسى و بدنه

︨︀︠︐︀ر ﹝︜﹊﹛ و ﹝﹆︀وم ︋︣ای ﹡︭︉ ﹋﹞︍︨︣﹢ر و ﹇︴︺︀ت ا︮﹙﹩ 
︹﹬︀﹞ ︳︠ ︀ت︺︴﹇ ︉︭﹡ ️﹧︗ ︫︡ه ﹩︝︣ا︵

ا︨︐﹀︀ده از ر﹡﹌ ︎﹢دری  ا﹜﹊︐︣و ا︨︐︀︑﹫﹉ ︋︀ ︨︴︛ و﹬︥ه
ا﹝﹊︀ن ﹡︭︉ ﹋﹞︍︨︣﹢ر﹨︀ی ﹝︐﹀︀وت ︋﹫︐︤ر ︋︣روی ︫︀︨﹩ 

︵︣ا︝﹩ ︫ــ︡ه در 21﹝ــ︡ل از ︸︣﹁﹫ــ️ 80 ︑︀ 680 ﹋﹫﹙ــ﹢ وات ︋︣ای 
.﹩﹬آب و ﹨﹢ا ︿﹚︐︟﹞ ﹅︵︀﹠﹞

 ﹩︝︥ه ︋︡﹡ــ﹥ و ︵︣ا﹬و ﹩︝︋ــ︀ ︵︣ا  SW ︡﹬︡︗ ︡ا﹡︧ــ﹢ر﹨︀ی ︨ــ︣ی﹠﹋
﹝︜︀﹁︶ ﹋︀﹜﹊︐﹢ر﹨︀ی ورودی و ︠︣و︗﹩ روی ﹋﹠︡ا﹡︧﹢ر.

 .︿﹚︐︟﹞ ︀ی﹧﹛︡﹞ در BITZER ا﹝﹊︀ن ﹡︭︉ ﹋﹞︍︨︣﹢ر ﹩﹠﹫︋ ︩﹫︎
.(Inner grooved) ﹩﹚︠︀ر دا﹫︫ ︀︋ ︘﹠﹬︀ی ﹝︧﹩ 3/8 ا﹨ ﹤﹛﹢﹛
.IP 54 ﹩︐︸︀﹀︝ اور﹜﹢د دا︠﹙﹩ ︋︀ ﹋﹑س ﹤︋ ︤﹧︖﹞ Axial ︀ی﹨ ﹟﹁
.(Fin Wave) ﹤︐﹁︪︣﹫︎ ︀ی آ﹜﹢﹝﹫﹠﹫﹢﹝﹩ ︋︀ ︨︴﹢ح ﹁︣م دار﹧﹠﹫﹁

 R-407A ،R-404A ،R-134A  ــ️ ︫ــ︀رژ ︋ــ︀ ﹝︊︣د﹨ــ︀ی﹫﹚︋︀﹇
R-22A و...

︑︧️ ︫︡ه در︫︣اbar ︳﹬ 30 در وان آ︋﹍︣م.
︫︧︐︪﹢ و ︚︣︋﹩ ﹎﹫︣ی ﹋︀﹝﹏ ﹋﹢﹯﹏ ︎︦ از ︑﹢﹜﹫︡. 

Condenser SW are availeble in 21 different 
models from  80 - 680 KW with special design for 
various clametic condition.(Temperate Climate and Tropical)

Special body design includes input and output 
collector protection.   

SW series is designed for use with BITZER 
compressors in different models .

Inner grooved copper pipes.

Axial fan equipped with internal overload  and IP 
54.

Aluminum Fin Waves. 

Applicable with several refrigerant R-22 , R-134A , 
R-404A , R-407A

Test under 30 bar conditions.

Testing and cleaning The coils after production 

The SW design provides compressor and 
component to be installed on rugged device 
structure.

Specially design to install liquid line components

Galvanized sheet painted by Electrostatic 
powder coating

SW series is designed for use with BITZER 
compressor in different model
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Using axial fans 630 mm.

Min permitted temperature : -40 c 

Max permitted temperature : +60 c

Equipped with internal overload 

Protection class : IP 54

Fans specification مشخصات فن

Axial ا︨︐﹀︀ده از ﹁﹟ ﹨︀ی 63 ︨︀﹡︐﹩ ﹝︐︣ی
﹝︜︡وده ﹋︀ر﹋︣د   60+ ~ 40-  در︗﹥ ︨︀﹡︐﹫﹍︣اد

﹝︖﹧︤ ︋﹥ اور﹜﹢د دا︠﹙﹩
IP 54 ﹩︐︸︀﹀︝ س﹑﹋  

(Overload) سیستم حفاظتى فن ها

﹁﹟ ﹨︀ ︋﹥ دو روش ﹝︖﹧︤ ︋﹥ اوور﹜﹢د ﹝﹩ ﹎︣د﹡︡:
︣ای  ︣و︗﹩ در ︑︣﹝﹫﹠︀ل ﹁﹟ ﹋﹥︋   ︠﹜﹫ ︀ دو︨  ︟︪ـــ﹩︋  اوور﹜﹢د﹨︀ی ︑﹉︋ 

︋︣ق ︑﹊﹀︀ز و ︨﹥ ﹁︀ز ﹋︀ر︋︣د دارد. (︫﹊﹏ 1)
︣و︗ـــ﹩ در ︑︣﹝﹫﹠︀ل ﹁﹟ ﹋﹥  ـــ﹫﹛︠  ︡ون︨   ︋(﹩﹬︀︑دو) ﹏︋اوور﹜ـــ﹢د دو

﹝︟︭﹢ص ︨﹫︧︐﹛ ﹨︀ی ︨﹥ ﹁︀ز ﹝﹩ ︋︀︫︡. (︫﹊﹏ 2)

Fans are equipped with overload in two ways:

Single overloads with two outlet wire in fan terminal 
which are applicable for single and triple phase 
systems. (Figure 1)
Double overloads without any outlet wire, used 
specially for triple phase system . (Figure 2)

  

Fans protection system (Overload)

Heater protector No.1

Heater protector No.2

R

T
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Heater protector No.1

S

Fig 1: Single overload with two wire of 
W1 & W2 to direct fan control circuit.

︫﹊﹏ 1: اووراود ︑﹊﹩ ︋︀ ︨﹫﹛ W1 و W2 ︋︣ای ﹋﹠︐︣ل ﹝︡ار ﹁︣﹝︀ن ﹁﹟

Fig 2: Double overload without 
any fan control circuit wire. 

︫﹊﹏ 2: اووراود دو︑﹬︀﹩ ︋︡ون ︨﹫﹛ ﹋﹠︐︣ل ﹝︡ار ﹁︣﹝︀ن ﹁﹟

The SW condenser can be developed to           
Galvanized instruction in both Chassis & Body

The SW condenser provides on plumbing and 
wiring are according to the standard for              
Refrigeration Systems.

Special coil design includes epoxy and hydro-
philic fins , advisable for salty water and            
corrosive chemical.

Manufacturing Capabilities: قابلیت هاى تولید

ا﹝﹊︀ن ︑﹢﹜﹫︡ ﹋﹠︡ا﹡︧﹢ر ︋︀ ︫︀︨﹩ ︑﹞︀م ﹎︀﹜﹢ا﹡﹫︤ه و ︑﹞︀م ا︨︐﹫﹏
︣ روی ﹋﹠︡ا﹡︧﹢ر، ﹜﹢﹜﹥ ﹋︪﹩  ا﹝﹊︀ن ﹡︭︉ ﹋﹞︍︨︣ـــ﹢ر و ﹋﹠︐︣ل آ﹐ت︋ 

و ︨﹫﹛ ﹋︪﹩ ﹝︴︀︋﹅ ︋︀ ا︨︐︀﹡︡ارد﹨︀ی و﹬︥ه ︨﹫︧︐﹞﹧︀ی ︋︣ود︑﹩
ا﹝﹊︀ن ︑﹢﹜﹫︡ ﹋﹢﹬ـــ﹏ ︋︀ ﹁﹫﹟ ﹨︀ی ا︎﹢﹋︧ـــ﹩ و ﹨﹬︀︡رو﹁﹫﹙︡ ﹝﹆︀وم در 

﹩﹬︀﹫﹝﹫︫ آب ︫﹢ر و ︠﹢ر﹡︡ه ﹨︀ی ﹩﹬︀﹬︀ی در﹨ ︳﹫︜﹞
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SW-802

SW-902

SW-1103

SW-1203

SW-1353

SW-1504
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SW-2206

SW-2406
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41.9

50.16

66.88

83.6

59.9

71.88

95.84

89.85

107.82

143.76

*
*
*
*
*
*
*
*
*
*
*
*
*
*
*

2

2

3

3

3

4

4

4

4

6

6

6

9

9

9

56

63

77

84

95

105

112

126

140

154

168

189

231

252

280

630

630

630

630

630

630

630

630

630

630

630

630

630

630

630

24840

24840

37260

37260

37260

49680

49680

49680

49680

74520

74520

74520

111780

111780

111780

1.6

1.6

1.6

1.6

1.6

1.6

1.6

1.6

1.6

1.6

1.6

1.6

1.6

1.6

1.6

800

800

800

800

800

800

800

800

800

800

800

800

800

800

800

144.57

192.76

172.68

207.2

276.27

240.97

289.14

385.52

481.9

345.36

414.4

552.54

518.04

621.6

828.81
Fi

n 
sp

ac
in

g 
= 

2.
5 

m
m

 (L
)

Rece
iv

er V
olu

m
e

Kw

Customer Order ( * ) :
Fans with 63 cm Diameter: 380v x 3 ph x 50HzNote:

SW Condensers Specification
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SW-44012

SW-48012

SW-54012

SW-55015

SW-60015

SW-68015

440

480

540

550

600

680

308

336

378

385

420

476

690.72

828.8

1105.08

863.4

1036

1381.35

119.8

143.76
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179.7
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SW Dimensions

SW-802

SW-902

SW-1103

SW-1203

SW-1353

SW-1504

SW-1604

SW-1804

SW-2004

SW-2206

SW-2406

SW-2706

SW-3309

1025

1025

1025

1025

1025

2035

2035

2035

2035

2035

2035

2035

3045

1810

1810

2460

2460

2460

1810

1810

1810

1810

2460

2460

2460

2460

1900

1900

1900

1900

1900

1900

1900

1900

1900

1900

1900

1900

1900

Model
Dimension  |  Unit: mm

Length (L) Width (W) Height (H)

3045

3045

4050

4050

4050

5060

5060

5060

2460

2460

2460

2460

2460

2460

2460

2460

1900

1900

1900

1900

1900

1900

1900

1900

Model
Dimension  |  Unit: mm

Length (L) Width (W) Height (H)

(L) (W)

(H)

SW-3609

SW-4009

SW-44012

SW-48012

SW-54012

SW-55015

SW-60015

SW-68015



شرایط نصب، سرویس و نگهدارى دستگاه

﹋﹠︡ا﹡︧﹫﹠﹌ ﹬︀︋ ️﹫﹡﹢﹬︡ در ﹁︱﹬﹢﹧︑ ︀︋ ﹩﹬︀﹥ ﹝﹠︀︨︉ ﹇︣ار ﹎﹫︣د و ﹝︀﹡︺﹩ در ﹝︧﹫︣ ︗﹬︣︀ن ﹨﹢ای ︻︊﹢ری از ﹬﹢﹡﹫️ و︗﹢د ﹡︡ا︫︐﹥ ︋︀︫︡.
︗﹬︣︀ن ﹨﹢ای ︻︊﹢ری از ﹋﹠︡ا﹡︧﹢ر ﹡﹬︀︊︡ ﹝︖︡دا ︨﹫︣﹋﹢﹜﹥ ︫﹢د.

د﹝︀ی ﹝﹬︀︋ ︳﹫︜︡ ︋︀ د﹝﹬︀﹩ ﹋﹥ ﹋﹠︡ا﹡︧﹢ر ︋︣ ﹝︊﹠︀ی آن ا﹡︐︟︀ب ︫︡ه ا︨️ ﹝﹠︴︊﹅ ︋︀︫︡.
(.︡﹫﹬︀﹝﹡ ﹤︗﹢︑ ︣دش﹎ ️﹧︗ ︩﹚﹁ ﹤︋).︫︡︀︋ ﹤︐︫︀ن دا﹬︣︗ ︣دش ︎︣وا﹡﹥ ﹁﹟ ︋﹥ ︨﹞️ ︠︣وج ﹨﹢ا و ︋﹥ ︵︣ف ﹋﹞︍︨︣﹢ر﹎

︨ـــ︣و﹬︦ و ︎︀﹋︧︀زی ︨ـــ︴﹯﹢﹋ ︛﹏ ﹋﹠︡ا﹡︧ـــ﹢ر در دوره ﹨︀ی ﹋﹢︑︀ه ﹝︡ت و ︋﹥ ︑﹠︀︨︉ ︫︣ا︜﹞ ︳﹬﹫︴﹩ ︲︣وری ا︨ـــ️ و ︋﹥ ﹧︋︊﹢د را﹡︡﹝︀ن د︨︐﹍︀ه ﹋﹞﹉            
 .︡﹠﹋ ﹩﹞

The condensing units should be placed in ventilated space with no obstacle through its flow direction.
The air flow with through the condenser should not be re - circulated.
The temperature which considered in condenser type should be adaptved to room temperature.
Air flow direction of the fan should be forwarded to the compressor.
periodic cleaning of the condenser coil considering environmental conditions helps to improve condenser efficiency.

Installation, Maintenance & Services

SABCOOL - SW  Condenser
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︫ــ︣﹋️ ︮﹠﹬︀︹ ︋︣ود︑﹩ و︝﹫︡ (﹝︧ــ︜﹞ ️﹫﹛﹢﹮︡ود)

: ︑﹙﹀ـــــــــــــــ﹟
: ﹁﹊ـــــــــــــ︦

77 53 36 37
77 530 884

1﹋ــ︡ ︎︧ــــــ︐﹩ : 1 4 8 8 6 6 7 1 3
ا﹡﹆ــ﹑ب            ︠﹫︀︋ــ︀ن   . ︑﹧ــ︣ان  ﹝︣﹋ــ︤ی:  د﹁︐ــ︣ 
︎﹫ــ︘ ︫ــ﹞﹫︣ان . ︠﹫︀︋ــ︀ن ︫ــ﹧﹫︡ ﹡﹢ر﹝︜﹞︡ی 

۵٢ . ︫ــ﹞︀ره   (﹟︋︀﹊﹠︑)

Head Office: No. 52, Noor Mohammadi 
(Tonekabon) St., Enghelab Ave., Tehran, 
IRAN. Postcode:1 1 4 8 8 6 6 7 1 3

+98 (21)  77 53 36 37
+98 (21)  77 530 884

Tel:
Fax:

i n f o @ s a b c o o l . c o mEmail:

www.sabcool.com
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